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CC • Combi Cleaner 

   

Cleaning device for surface cleaning    
 

The Combi Cleaner is a cleaning device 
with nozzles and integrated suction. 

 

 

The compact solution for cleaning surfaces and flat parts with 
compressed air -  and with  
equipment. 
The rotating air nozzle creates a  air 
flow and optimizes the whirling up and detachment of the 
particles from the surface, which are immediately removed by 
the aerodynamically shaped suction hood.  
Together with a suction and filter device, the Combi Cleaner 
represents a  solution. If necessary, it can 
be optionally adapted to specific cleaning problems by 
selecting other nozzles. 

 

 

 

 
 
Cleaning of surfaces before or 

after processing 
Cleaning of boreholes and 

recesses 

 

Cleaning goods carriers 
 with goods 

 

Cleaning deep containers 
 

 

 
 
The active principle enables cleaning of flat to 
3D-shaped or structurally modified surfaces 
and parts: 

 The particles adhering to the surface are 
 by the pulsating air of the 

rotating nozzles and  via the 
flow-optimized suction funnel. 

 In the case of statically charged materials, 
the surface and 

 by discharge electrodes 
when entering and exiting the housing 
(yellow air particles in the graphic) and 
adhesion is loosened or new adhesion is 
prevented. 

 The Combi Cleaner is also available in a 
complete ESD or EX version. 

 
 
 

Applications 

Special Properties 
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CC Combi Cleaner - Datenblatt 

 

  
 
 

 

 

 

 

 

Dimensions 
 
 

Scope of Delivery 

 CC consisting of suction housing, base frame with nozzles and 
hoses 

 Mounted discharge electrodes and cables or power supply units 
according to the order 

 Assembly Instructions 

Accessories 

-  

 

Combi Cleaner Nozzle type No. Air 
consump. 

l/min 
6bar 

Exhaust Suction volume 

CC-0100 FRN54-90-1.2 1 201 1 ø 80 450 m³/h 
CC-0200 FRN54-75-1.2 2 402 1 ø100 600 m³/h 
CC-0250 FRN54-100-1.2 2 402 1 ø100 600 m³/h 
CC-0300 FRN54-120-1.2 2 402 1 ø100 600m³/h 
CC-0400 FRN54-140-1.2 2 402 1 ø100 600m³/h 
CC-0500 FRN54-140-1.2 3 603 1 ø100 600m³/h 
CC-0600 FRN54-120-1.2 4 804 2 ø100 1200m³/h 
CC-0700 FRN54-140-1.2 4 804 2 ø100 1200m³/h 
CC-0800 FRN54-140-1.2 4 804 2 ø100 1200m³/h 
CC-0900 FRN54-140-1.2 5 1005 2 ø100 1200m³/h 
CC-1000 FRN54-120-1.2 6 1206 3 ø100 1800m³/h 
CC-1200 FRN54-140-1.2 6 1206 3 ø100 1800m³/h 
CC-1300 FRN54-140-1.2 6 1206 3 ø100 1800m³/h 
CC-1400 FRN54-140-1.2 8 1496 4 ø100 2400m³/h 
CC-1500 FRN54-140-1.2 8 1608 4 ø100 2400m³/h 
CC-1600 FRN54-140-1.2 8 1608 4 ø100 2400m³/h 
CC-1800 FRN54-150-1.2 8 1680 4 ø100 2400m³/h 
CC-2000 FRN54-140-1.2 10 2010 5 ø100 3000m³/h 
CC-2100 FRN54-140-1.2 10 2010 5 ø100 3000m³/h 
CC-2200 FRN54-140-1.2 10 2010 5 ø100 3000m³/h 
CC-2500 FRN54-140-1.2 12 2412 6 ø100 3600m³/h 
CC-2600 FRN54-140-1.2 12 2412 6 ø100 3600m³/h 
CC-2700 FRN54-140-1.2 14 2814 7 ø100 4200m³/h 
CC-3000 FRN54-140-1.2 14 2814 7 ø100 4200m³/h 

 

Technical Specification 

Components 

CC-xxxx Standard Combi Cleaner with 
effective width xxxx in mm; 
available* in 100, 200, 250, 300, 
400, 500, 600, 700, 800, 900, 1000, 
1200, 1300, 1400, 1500, 1600, 
1800, 2000, 2100, 2200, 2500, 
2600, 2700 und 3000mm 

EX- CC in ATEX design and special 
antistatic bars 

-ESD ESD version completely dissipative 
and with special antistatic bars 

*other effective widths on customer request available for an additional 
charge for design, manufacturing and adminstration effort 

Operating 
distance 

optimal 15-25 mm 

Range See above  xxxx in mm  

Pressure 4 – 10 bar, recommended: 5 - 8 bar 

Compressed 
air requiremt. 

oil-free, filtered: filter fineness < 20 
m, at least class 2 ISO 8573-1:2010 

Air connection Up to 500mm effective width: OD 
12mm hose, then 16mm 

Rotational 
speed 

750 1/min  +/- 8%* 

Sound 
pressure 

75 db(A) 

Lifetime of 
bearings 

>10 years 

Weight Nozzle: Aluminium* 
Gehäuse: Aluminium anodised 

Environment 0 - 60ºC and < 80% rH (no dew) 

Antistatic 
Equipment 

Standard with Fraser E3014 
electrodes with 24 VDC supply; on 
request also with Eltex R50 bars 

* depending on nozzle type (in table with standard nozzle) 


